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AFF ABOVE FINISHED FLOOR LAV LAVATORY PO.1  PLUMBING COVER SHEET
AG AR GAP LG LENGTH, LONG @—————  FLOOR DRAIN, ROUND HW HW DOMESTIC HOT WATER 502 PLUMEING. SCHEDULES
AL ALUMINUM LPC LOW PRESSURE CONDENSATE o—— PIPE ELBOW UP -—- DOMESTIC HOW WATER RETURN P21 GROUND LEVEL WASTE & VENT PLAN
ALT ALTERNATIVE, ALTERNATE LPG LIQUID PETROLEUM GAS P22 FIRST FLOOR WASTE & VENT PLAN
AP ACCESS PANEL MA MILLIAMPS € PIPE ELBOW DOWN SAN SAN SANITARY SEWER P2.3  SECOND FLOOR WASTE & VENT PLAN
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AR ACID RESISTANT MECH MECHANICAL - FLOW DIRECTION. INDICATOR v v SANITARY VENT P2.6  FIRST FLOOR WATER & GAS PLAN
ARCH ARCHITECT, ARCHITECTURAL MFD MECHANICAL FLOOR DRAIN P27 SECOND FLOOR WATER & GAS PLAN
ARV AR RELIEF VALVE MFR MANUFACTURER Xof BALL VALVE GAS GAS NATURAL GAS P31 PLUMBING DETALS
ATMOS ATMOSPHERE MH MANHOLE ; HOSE BIBR PLUMBING EQUIPMENT
AUTO AUTOMATIC MHT MALE HOSE THREAD
BFP BACKFLOW PREVENTER MIN MINIMUM = DIRECTION OF PIPE PITCH (DOWN)
BHP BRAKE HORSE POWER MISC MISCELLANEQUS - DIRECTION OF FLOW
BLDG BUILDING MTD MOUNTED
BOT BOTTOM MV MIXING VALVE
c COMMON (N) NEW
CAB CABINET N NEUTRAL
cD CONDENSATE DRAIN NC NORMALLY CLOSED
CFM CUBIC FEET PER MINUTE NG NATURAL GAS
cL CENTERLINE NIC NOT IN CONTRACT Trcgw_zm mmzmﬂw}_l Zoqmm
cLG CEILING NO NORMALLY OPEN
co CLEAN OUT NO/# NUMBER
CONG CONCRETE NOM NOMINAL A. ALL WORK SHALL BE PERFORMED IN STRICT ACCORDANCE WITH ALL APPLICABLE
oD CONDENSER. CONDENSATE TS \OT 0 SeALE STATE AND LOCAL CODES AND STANDARDS, INCLUDING IBC, UPC, NFPA.
TG CLEAN OUT TO GRADE oc ON CENTER B. owm%@ mﬂﬂw_rwmmmmmmwmm%zmmzzmw IN ACCORDANCE WITH THE DEPARTMENT OF
CP CONDENSATE PUMP oD OUTSIDE DIAMETER, OVERFLOW DRAIN .
CPD CONDENSATE PUMP DISCHARGE OFL OVERFLOW LEADER O P o oo BETWECN WALLS AND PLUMBING FIXTURES AS PER HEALTH
oV—4 CONTROL VALVE OPNG OPENING . .
oW COLD WATER (DOMESTIC) OR ol RETURN D. COLD AND HOT WATER SUPPLY PIPING SIZES FOR FIXTURE CONNECTIONS ARE
o COORDINATE. WITH os ol SUPPLY NOT SHOWN ON PLANS. SEE FIXTURE SCHEDULE FOR CONNECTION SIZES.
0) DEMOLISH 0SD OPEN SITE DRAIN E. %%SW%% Iw/mm/\,w_mm% PIPING AS CLOSE TO STRUCTURE AS POSSIBLE, OR AS
D DEPTH, DEEP PE PNEUMATIC TO ELECTRIC .
oF ORINKING. FOUNTAIN PREFAB SREFABRICATED F. LOCATE AND LABEL ALL VALVES FOR SERVICE ACCESSIBILITY. VALVES INSTALLED
ABOVE CEILINGS SHALL BE ACCESSIBLE THRU CEILING. SEE DRAWINGS FOR
DIA/# DIAMETER PRV PRESSURE REDUCING VALVE LOCATIONS.
DS DOWNSPOUT
PSF POUNDS PER SQUARE FOOT G. COORDINATE INSTALLATION WITH THE WORK OF OTHER TRADES PRIOR TO
DWG DRAWING PS| POUNDS PER SQUARE INCH STARTING. IN THE EVENT THAT CONFLICTS ARE FOUND WITH THE WORK OF
() EXISTING BVC POLYWVINYL CHLORIDE THE OTHER TRADES, BRING ALL SUCH CONFLICTS TO THE ARCHITECT'S
i IOy ATTENTION FOR RESOLUTION PRIOR TO PROCEEDING WITH THE WORK IN THAT
R/RAD RADIUS AREA. DEFICIENCIES CAUSED BY FAILURE TO PERFORM SUCH VERIFICATIONS
EL ELEVATION RAC REVERSE ACTING SHALL BE CORRECTED AT NO ADDITIONAL EXPENSE TO OWNER. IMMEDIATELY
fLEC FLECTRIC, ELECTRICAL 2Cp REINFORCED CONCRETE PIPE NOTIFY ARCHITECT CONDITIONS IN CONFLICT WITH THE PLANS.
ELEV ELEVATOR RD ROOF DRAIN H. PROVIDE PIPING EQUIPMENT AND MATERIALS IN ACCORDANCE WITH APPLICABLE
. PLUMBING CODE REGULATIONS AND STANDARDS, AUTHORITIES HAVING
EMD END OF MAIN DRIP RE: REFERENCE JURISDICTION, OR AS OTHERWISE RECOMMENDED OR DIRECTED BY
EQUIP EQUIPMENT REQD REQUIRED MANUFACTURERS.
ET EXPANSION  TANK RHW RECIRCULATED HOT WATER |, COORDINATE INSTALLATION OF PIPING BELOW AND ABOVE GRADE WITH
EW EYE WASH RM ROOM STRUCTURAL COMPONENTS AND OTHER SYSTEM INSTALLATIONS.
EWC ELECTRIC WATER COOLER RP RECIRCULATION PUMP J. COORDINATE ALL FIXTURES, EQUIPMENT AND ROUGH—IN CONNECTION LOCATIONS
EWS EYE WASH SHOWER RPM REVOLUTIONS PER MINUTE AND SIZES WITH ARCHITECTURAL DRAWINGS, OWNER AND EQUIPMENT SUPPLIER
EXP EXPANSION RWL RAINWATER LEADER PRIOR TO INSTALLATION.
EXT EXTERIOR SA SHOCK ABSORBER K. PROVIDE SEISMIC RESTRAINTS FOR ALL PIPE AND EQUIPMENT AS RECOMMENDED
- EXTENSION SCHED SCHEDULE W_ocwuomnw. mrww%m_m wﬁum_w_q%b_za MANUAL GUIDELINES FOR MECHANICAL
F FAHRENHEIT SCW SOFT COLD WATER “ .
FCo FLOOR CLEANOUT SH SHOWER L. D%mw_n%mmw%mrw BE CONCEALED IN WALLS OR ABOVE CEILINGS UNLESS
FD FLOOR DRAIN SHT SHEET .
FIN FL/FF FINISHED FLOOR M. PRIOR TO BIDDING, OBTAIN A COPY OF THE SPECIFICATIONS AND PLANS, VISIT
/ SK SINK THE JOBSITE, TAKE NECESSARY MEASUREMENTS, NOTE EXISTING CONDITIONS,
FOR FUEL OIL RETURN SMD SMOKE DETECTOR AND GATHER ALL OTHER INFORMATION NEEDED FOR AN ACCURATE BID. NO
FOS FUEL OIL SUPPLY SPEC(S) SPECIFICATION(S) ALLOWANCES WILL BE MADE FOR EXTRA COSTS RESULTING FROM FAILURE TO
FOV FUEL OIL VENT SPR SPRINKLER NOTE EXISTING CONDITIONS.
FP FIRE PROTECTION SS SANITARY SEWER N. PIPING PENETRATIONS THROUGH RATED ASSEMBLIES SHALL BE FIRESTOPPED IN
FPM FEET PER MINUTE STD STANDARD ACCORDANCE WITH 2006 IBC SECTION 712. ALL PIPING IN FINISHED ROOMS OR
s FLOOR SINK o STENCH DRAIN mmwm_.%_ ow_%wrm_m__m/_ooozom?mo IN A FURRED CHASE OR ABOVE THE HARD
FT FEET TEMP TEMPERATURE 0 .
T HD FEET OF HEAD . ACCESS PANELS IN HARD SUSPENDED CEILINGS ARE REQUIRED FOR ALL
P TRAP PRIMER VALVES, TRAPS. CLEANOUTS, CONTROLS, ETC. ACCESS PANELS SHALL BE
GA GAUGE TYP TYPICAL FURNISHED AND INSTALLED UNDER THE ARCHITECTURAL SPECIFICATIONS.
GAL GALLON
Ly ALVANED mm Mm NN__WWWZ_ LG COnE P. SEE SPECIFICATIONS FOR FURTHER REQUIREMENTS.
oo CRADE. CLEANOUT e NFoRM FRE CODE Q. THE CEILING SPACE FROM THE BOTTOM OF THE CEILING GRID TO A MINIMUM
OF 6" ABOVE THE BOTTOM OF THE CEILING GRID IS RESERVED FOR
Gl GREASE INTERCEPTOR UMC UNIFORM MECHANICAL CODE INSTALLATION OF CEILING MOUNTED ITEMS (L.E. LIGHT FIXTURES, SPEAKERS,
GPM GALLONS PER MINUTE UON UNLESS OTHERWISE NOTED DIFFUSERS). NO PIPING, DUCTWORK, CONDUITS, ETC., EXCEPT DROPS SERVING
THE CEILING MOUNTED ITEMS, IS ALLOWED TO BE INSTALLED IN THIS SPACE,
CW GREASE WASTE UPC UNIFORM PLUMBING CODE UNLESS OTHERWISE APPROVED BY THE RESIDENT ENGINEER.
H HOT (LINE) 24 VOLTS v VENT
g HOSE BIBG A VALVE R. CONTRACTOR IS REQUIRED TO FOLLOW ALL OSHA REGULATIONS CONCERNING
CONSTRUCTION. THE SUPERINTENDENT IS REQUIRED TO HAVE COMPLETED, AS
HDWE HARDWARE VAC VACUUM A MINIMUM, OSHA’S 10—HOUR TRAINING AND BE KNOWLEDGEABLE OF GENERAL
Hp HORSEPOWER VB VACUUM BREAKER SAFETY REQUIREMENTS FOR CONFINED SPACES, FALL PROTECTION, PERSONAL
o HEIGHT /HIGH VEL VELOCITY PROTECTIVE EQUIPMENT, TRENCHING, SCAFFOLDING, CRANES, ELECTRICAL, ETC.
APPLICABLE SUBCONTRACTORS ARE TO HAVE A COMPETENT PERSON ON SITE
HW HOT WATER VFD VARIABLE FREQUENCY DRIVE WHEN REQUIRED BY OSHA.
HOA HAND—OFF—AUTO SWITCH VIF VERIFY IN FIELD
e NTERFACE. PANEL S. IF ACCESSING A CONFINED SPACE, THE CONTRACTOR IS REQUIRED HAVE THEIR
VPD VACUUM PUMP DISCHARGE OWN CONFINED SPACE AIR MONITOR AND TO TEST THE AIR PRIOR TO ENTERING
IBC INTERNATIONAL BUILDING CODE VIR VENT THROUGH ROOF ANY CONFINED SPACE. IF THE CONTRACTOR MUST ENTER A SANITARY SEWER
MANHOLE, IN ADDITION TO A CONFINED SPACE AIR MONITOR, THEY MUST HAVE
ID INSIDE DIAMETER w WIDE, WIDTH PROPER OSHA RESCUE EQUIPMENT FOR A PERMIT REQUIRED CONFINED SPACE.
IECC INTERNATIONAL ENERGY CONSERVATION CODE W8 WATER BOX WHERE IT IS NOT POSSIBLE FOR THE VA TO SHUTDOWN AN ELECTRICAL PANEL
Foc INTERNATIONAL FUEL GAS CODE We WATER CLOSET OR CIRCUIT, THE CONTRACTOR MUST PROVIDE AND USE THE APPROPRIATE
SAFETY CLOTHING AND EQUIPMENT AS REQUIRED BY NFPA 70E. THE VA WILL BE
IMC INTERNATIONAL MECHANICAL CODE wco WALL CLEANOUT MONITORING THE CONTRACTOR'S COMPLIANCE WITH OSHA REGULATIONS. FAILURE
IPC INTERNATIONAL PLUMBING CODE WF WATER FILTER TO COMPLY IS GROUNDS FOR STOPPING WORK.
IN WC INCHES OF WATER COLUMN e WATER GAUGE
T. SINCE WORK WILL TAKE PLACE IN A HOSPITAL CAMPUS, THERE IS THE
INCIN INCINERATOR WH WATER HEATER POSSIBILITY OF THE CONTRACTOR COMING IN CONTACT WITH BLOOD AND BODY
INSUL INSULATION, INSULATE WPD WATER PRESSURE FLUIDS WHENEVER WORKING ON THE SANITARY SEWER SYSTEM. CONTRACTOR IS
NTR INTERIOR WS WATER SOFTENER REQUIRED TO PROVIDE AND USE APPROPRIATE PERSONAL PROTECTIVE
Y VERT EQUIPMENT WHENEVER WORKING ON THE SANITARY SEWER SYSTEM TO PREVENT
w/ WITH EXPOSURE TO THEIR EMPLOYEES.
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